
RIKUTEC CONIPAC



 

OUR SERVICE IS THERE WHERE YOU ARE. 
EXPERT ADVICE: MO - FR 8 A.M. - 5 P.M. +1 508-234-7300

Certified to DIN ISO 9001

RIKUTEC AMERICA

371 Douglas Rd.

Whitinsville MA, 01588

USA

T +1 508-234-7300

F +1 508-234-7337

www.rikutec.com           

SOTRALENTZ-HABITAT 
FRANCE SAS 

Rikutec Group

2A rue de Sarreguemines

67320 Drulingen | France

T +33 3 88 01 68 00 

F +33 3 88 01 60 60

info@sotralentz-habitat.fr 

www.sotralentz-habitat.fr

RIKUTEC GERMANY 

Richter Kunststofftechnik GmbH & Co. KG

Graf-Zeppelin-Straße 1-5 

57610 Altenkirchen | Germany 

T +49 2681 95 46 - 0 

F +49 2681 95 46 - 33

info@rikutec.de | www.rikutec.de

Richter Kunststofftechnik GmbH & Co. KG

Headquater & Sales

Rhöndorfer Str. 85

53604 Bad Honnef | Germany

T +49 2681 95 46 0 

F +49 2681 95 46 610

info@rikutec.de | www.rikutec.de

RIKUTEC ASIA

Rm 1005, ACE TWIN - Tower 1 CHA

285, Digital-Ro - Guro-gu

Seoul, 08381 | Korea 

T +82 2761 2760

F +82 2761 2759

rikutecasia@unitel.co.kr

SOTRALENTZ HABITAT  
SPAIN

Rikutec Group

Polig. Industrial de Lantarón,

parcelas 15 y 16  

01213 Comunión – Alava | Spain

T +34 945 33 21 00

F +34 945 33 22 86

info@sotralentz-habitat.es

www.sotralentz-habitat.es

SERVICE

The CONIPAC is an all-plastic container that can be stacked 

and nested. The CONIPAC is available in the sizes 330/400/800 and 

1,000 Liters. The RIKUTEC CONIPAC - especially suitable for sensitive 

products in the pharmaceutical or foodstuffs industries.

NESTABLE CONTAINER
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•  5 x nestable

•  80% volume savings on return trip

•  Ideal filling and draining

•  Very smooth interior walls on account 

 of coextrusion process, so easy to clean

•  Can be fitted with liners.

•  Fork-lifts or pallet-jack can be used 

 from four directions.

*330 l               780 mm              1,020 mm          approx. 22 kg 
*87 gal                31 in                   40 in          approx. 48 lbs

400 l                780 mm             1,120 mm          approx. 24 kg 
106 gal                31 in                   40 in          approx. 52 lbs

*800 l             1,160 mm             1,100 mm          approx. 58 kg 
*211 gal              46 in                  43 in          approx. 127 lbs

1,000 l            1,160 mm             1,320 mm               approx. 63 kg
264 gal               46 in                   52 in                 approx. 138 lbs

TYPE Diameter Height Weight

* on request


